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	 CAPABILITIES	

Performance	 Maximum simultaneous interceptions: 200	
	 Storage: up to 10 hours	
Compatibility	 TELES MGC Compact	
	 TELES MGC Cluster	
	 AudioCodes Mediant MGWs	
Redundancy	 2 LI Mediation Function (LIMF) used in an active / 	 
	 standby configuration by MGC	
National variant	 Supports AKÜ (“Auslandskopfüberwachung”) of	
specifications	 SIP-to-PSTN and PSTN-to-PSTN calls for all TELES 
Germany	 MGC products, based on ‘Technical Guidelines  
	 from German Federal Network Agency (BNetzA)  
	 for Legal Monitoring of Telecommunications’, as  
	 defined within TR TKÜ v5.1 for ‘emulated  
	 PSDN/ISDN-Services (H.2)’	 	
		
	 interfaces	

HI1:	 LI-Handover Interface 1 to Law Enforcement Agency (LEA)	
	 LI-Manager Web-Based HI1 GUI and DB. For HI1 administration	 
	 functions (operator) and logging (supervisor).	
HI2:	 LI-Handover Interface 2 (IRI) to LEMF	
	 LIMF compliant with ETSI TS 101 671 / 102 232-6 (ASN.1	   
	 Encoded IRI data delivered over TCP/IP)
HI3:	 LI-Handover Interface 3 (CC) to LEMF	
	 LIMF compliant with ETSI TS 101 671 / 102 232-1 (ASN.1 	  
	 Encoded CC data, delivered over TCP/IP)
INI1:	Internal Network Interface 1	
	 LI-Manager compliant to TELES LI-Framework 1.0 (supported by	 
	 TELES MGC Compact and MGC Cluster).	
INI2:	Internal Network Interface 2 (IRI)	
	 LIMF compliant to TELES LI-Framework 1.0 (supported by 	  
	 TELES MGC Compact and MGC Cluster)	
INI3: Internal Network Interface 3 (CC)	
	 LIMF compliant to PacketCable 1.5 Electronic-Surveillance 	  
	 (supported by all AudioCodes Mediant MGWs)	
			 
	 SYSTEM MANAGEMENT	

OAM	 OAM by Web based GUI	
	 SSH (Remote System Administration for all 	  
	 systems)	
	 SNMPv2 (RFC 1441) for Performance Monitoring	 
Supported 	 Structure for Management Information v2	(SMIv2) 
Standard MIBs	 RFC 2578	
	 SMIv2 Textual Conventions (SMIv2-TC) RFC 2579	
	 Host Resources MIB RFC 2790	  
	 Interfaces group MIB RFC 2863 	
	 Network Management of TCP/IP-based internets  
	 MIB-II RFC 1213 for TCP, UDP, IP, ICMP monitoring
	 UCD-SNMP-MIB from Net-SNMP	  
		

	ha rdware specifications	
			 
TELES Lawful Interception Administration Function (LIAF)	
			 

TELES Lawful Interception Mediation Function (LIMF), system 	  
of two units	
			 

Lawful Interception Server

Physical Parameters

Enclosure 19” 1U

Dimensions (H×W×D) 44 mm × 440 mm × 350 mm

Weight Approx. 10 kg (21 lbs)

Power 1 Power supply unit 100–240 VAC, 140–260 W

IP Network Interface 1+1 IEEE 802.3 100 Mbps Ethernet interface

Physical Parameters

Enclosure Sun Netra X4200 M2 Server, 19” 2U

Dimensions (H×W×D) 89 mm × 442 mm × 508 mm

Weight Approx. 16 kg (36 lbs)

Power
1+1 Power supply units 100–240 VAC, 550 W, dual feed,

-48 VDC option available  Hot-swap and redundant 

System disk 1+1 RAID1 SAS disk, 146 GB  Hot-swap and redundant

Network interface 2 (1+1) Redundant 100/1000 Mbps Ethernet ports

Management interface
1 TIA/EIA-232-F asynchronous RJ45 port (serial)

1 100 Mbps Ethernet port

Environment Conditions

Temperature, operating 5 °C to 40 °C (41 °F to 104 °F)

Temp., non-operating -40 °C to 70 °C (-40 °F to 158 °F)

Humidity, operating 5 % to 85 %, non-condensing

Humidity, non-operating up to 93 %, non-condensing, 40 °C (104 °F)

Regulatory Compliance

Emissions and Immunity
EMC Directive 89/336/EC 

EN55022, EN61000-3-2, EN61000-3-3, EN55024

Telecommunications EN300-386: Telecordia SR3580 NEBS Level 3

Environmental EN300 019-2-1,2,3, Class 1.2,2.3,3.1E

Seismic GR-63-CORE

Electrical Safety

LVD Directive 2006/95/EC 

UL/CSA-60950-1, EN60950-1, IEC60950-1 CB Scheme with all 

country deviations, IEC825-1, 2, and CFR21 part 1040

Regulatory Compliance

Emissions and Immunity EMC Directive 89/336/EC

Electrical Safety LVD Directive 73/23/EC

Environmental ETS 300 019 Class 3.1

Temperature 0 °C to 50 °C (operating)


